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PALLET OVERVIEW

PATENT
CND 2,114,677
US 5,528,873

COMPATIBLE CAPS
See page 103 for product compatibility.

NOTES
When building a double-sided wall one 
pallet will cover an average of 21.74 ft2. 

The corner units for the Semma block 
should be glued with a concrete adhesive.

The corner unit can be used as a right or 
left corner unit and as a regular unit.  
Metric measures are approximate.

See page 99 to 119 for more 
technical information.

*Mojave beige is only available in 
Midwestern USA. See page 13 for list of 
Eastern and Midwestern States. 

Specifications per pallet Imperial Metric

Cubing

40 units 40 units

26.25 ft2 2.44 m2

53.33 lin. ft 16.26 lin. m

Approx. Weight 2 363 lbs 1 072 kg
Approx. Weight by unit A   REGULAR 57 lbs 25.90 kg

B  CORNER 63.50 lbs 28.80 kg

Number of rows 5

Coverage per row 5.25 ft2 0.49 m2

Linear coverage per row 10.67 lin. ft 3.25 lin. m

L2

H
DL1

Unit dimensions in mm Units /pallet
A Height 5 7⁄8 150 30 units

Depth 11 279
Length 1 16 406
Length 2 10 1⁄2 266

B Height 5 7⁄8 150 10 units
Depth 11 279

Length 1 16 406
Length 2 10 1⁄2 266
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sandlewood shale grey mojave beige* champlain grey chestnut brown

DESCRIPTION : Wall double-sided TEXTURE : Split Face

SEMMA

Semma
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PALLET OVERVIEW

COMPATIBLE CAPS
See page 103 for product compatibility.

NOTES
See page 99 to 119 for more 
technical information.

*Mojave beige is only available in 
Midwestern USA. See page 13 for list of 
Eastern and Midwestern States. 

01 | Linear pattern

Specifications per pallet Imperial Metric

Cubing 24 units 24 units

Approx. Weight 1 403 lbs 636 kg

Number of rows 4 

Pillar height 35 7⁄16" 900 mm

H
DL

Unit dimensions in mm Units /pallet
A - B Height 5 7⁄8 150 24 units

Depth 10 1⁄2 266 12 right corners

Length 16 406 12 left corners

sandlewood shale grey mojave beige* champlain grey chestnut brown

Patterns are for design inspiration only. The installer is responsible 
to calculate & purchase the correct amount of material.

Visit our werbsite for more patterns.

DESCRIPTION : Corner or Pillar TEXTURE : Split Face

SEMMA

Semma Corner or Pillar
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VISIT WWW.TECHO-BLOC.COM FOR COMPLETE DESIGN CHART DOCUMENT
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INSTALLATION GUIDE 

DOUBLE-SIDED WALL - END OF A STRAIGHT WALL

Module creation 1

Cut line Cut line

Module creation 2

Module creation 1

Module creation 1 Module creation 2

Module creation 1 Module creation 2

Module creation 4

Module creation 3

Module creation 5

Cut line Cut line

Cut line

Textured
sides

Textured
sides

Textured
sides

Textured
sides

Cut line

Regular block

Regular block

Regular block

Corner unit

Even row

Odd row

Even row

Odd row

Even row

Odd row

Even row
Odd row

Regular block

Corner block cut 
to reveal texture

Cut line Cut line

Cut line

Cut line

Cut line

Module creation 2

GENERAL NOTES

1. Alternate odd and even rows.

2. Stagger joints from one row to 
the next.

3. Glue all modules at each row with 
a concrete adhesive.

4. Cavities, grooves and connectors 
are not illustrated to avoid 
overloading the image.

Module creation 1

Cut line Cut line

Module creation 2

Module creation 1

Module creation 1 Module creation 2

Module creation 1 Module creation 2

Module creation 4

Module creation 3

Module creation 5

Cut line Cut line

Cut line

Textured
sides

Textured
sides

Textured
sides

Textured
sides

Cut line

Regular block

Regular block

Regular block

Corner unit

Even row

Odd row

Even row

Odd row

Even row

Odd row

Even row
Odd row

Regular block

Corner block cut 
to reveal texture

Cut line Cut line

Cut line

Cut line

Cut line

Module creation 2

90° CORNER OF A DOUBLE-SIDED WALL DOUBLE-SIDED WALL RADIUS

Module creation 2

Module creation 2

Cut line

Cut line
EVEN ROW

ODD ROW

EVEN ROW

ODD ROW

Corner unit

Corner unit

Regular block

Regular block

Regular block

Regular block

Corner block cut to reveal texture

Corner block cut to reveal texture

Module creation 2

Module creation 2

Cut line

Cut line
EVEN ROW

ODD ROW

EVEN ROW

ODD ROW

Corner unit

Corner unit

Regular block

Regular block

Regular block

Regular block

Corner block cut to reveal texture

Corner block cut to reveal texture

FREESTANDING WALLS - SEMMA

SEMMA

A.  TECHO-BLOC CAP UNIT SECURED TO UNIT BELOW WITH CONCRETE ADHESIVE

B.  SEmmA DOUBLE-SIDED WALL UNIT SECURE EACH ROW WITH CONCRETE ADHESIVE

C.  CONNECTOR

D.  EMBEDMENT DEPTH, 6” (150 mm) MIN.

E.   29 7⁄16” (750 mm) MAX.

F.   GEOTEXTILE

G.  COMPACTED GRANULAR LEVELING PAD, 6” (150 mm) THICK MIN. THICKNESS 
ACCORDING TO PROJECT SPECIFIC CONDITIONS

It is the user’s responsibility to verify for the quantity of materials required.

Installation guides
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INSTALLATION GUIDE 

SEMMA 

 A.  PILLAR CAP UNIT  
(SECURE WITH CONCRETE ADHESIVE)

 B.  SEMMA PILLAR UNIT SECURE EACH ROW 
WITH CONCRETE ADHESIVE

 C.  EMBEDMENT 6” (150 mm) MIN.

 D.  35 7⁄16” (900 mm), HEIGHT PER PALLET 
47 1⁄4” (1200 mm), MAXIMUM HEIGHT

 E. GEOTEXTILE

 F.  COMPACTED GRANULAR BASE 6” (150mm) 
THICK MIN. THICKNESS ACCORDING TO 
PROJECT SPECIFIC CONDITIONS

For all possible combinations of pillars and caps, please refer to the correspondence table on page 103 

673 mm (26 1/2")

975 mm (38 1/2")

STEPS

For all possible combinations of pillars and caps, please refer 
to the correspondence table on page 103 

PILLARS - SEMMA
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INSTALLATION GUIDE 
GRAVITY AND REINFORCED WALLS - SEMMA

REINFORCED WALL DETAIL

A.  CAP FROM TECHO-BLOC

B.  SEMMA BLOCK FROM TECHO-BLOC

C.  WALL INCLINATION (7.6°)

D.  EXPOSED HEIGHT

E.  HDPE HORIZONTAL KEY

F.  EMBEDMENT DEPTH

G.  TOP SOIL

H.  LOW PERMEABILITY SOIL

I.  3/4” (20 MM) CLEAN STONE, 
12” (300 MM) THICK MIN.

J.  RETAINED SOIL

K.  GEOTEXTILE

L.  PERFORATED DRAIN

M.  LEVELING PAD

N.  FOUNDATION SOIL

O.  GEOGRID

P.  REINFORCED SOIL

Q.  GEOGRID LENGTH

GRAVITY WALL DETAIL
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CapVariable

150 mm
5 7

8''
Semma block

SEMMA

A. CAP FROM TECHO-BLOC

B. SEMMA BLOCK FROM TECHO-BLOC

C. WALL INCLINATION (7.6°)

D. EXPOSED HEIGHT

E. HDPE HORIZONTAL KEY

F. EMBEDMENT DEPTH

G. TOP SOIL

H. LOW PERMEABILITY SOIL

I. 3/4" (20 mm) CLEAN STONE, 12" (300 mm) THICK MIN

J. RETAINED SOIL

K. GEOTEXTILE

L. PERFORATED DRAIN

M. LEVELING PAD

N. FOUNDATION SOIL

O. GEOGRID

P. REINFORCED SOIL

Q. GEOGRID LENGTH

GRAVITY WALL DETAIL REINFORCED WALL DETAIL

STEPS

For all possible combinations of walls and
caps, please refer to the correspondence
table on xxxxx
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CapVariable

150 mm
5 7

8''
Semma block

SEMMA

A. CAP FROM TECHO-BLOC

B. SEMMA BLOCK FROM TECHO-BLOC

C. WALL INCLINATION (7.6°)

D. EXPOSED HEIGHT

E. HDPE HORIZONTAL KEY

F. EMBEDMENT DEPTH

G. TOP SOIL

H. LOW PERMEABILITY SOIL

I. 3/4" (20 mm) CLEAN STONE, 12" (300 mm) THICK MIN

J. RETAINED SOIL

K. GEOTEXTILE

L. PERFORATED DRAIN

M. LEVELING PAD

N. FOUNDATION SOIL

O. GEOGRID

P. REINFORCED SOIL

Q. GEOGRID LENGTH

GRAVITY WALL DETAIL REINFORCED WALL DETAIL

STEPS

For all possible combinations of walls and
caps, please refer to the correspondence
table on xxxxx
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